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Introduction 


Le 


Your choice of this product indicates that you are a devotee to excel- 
lence in sound reproduction 

We appreciate your patronage and take pride in the long tradition of 
quality components that our company represents 

So that you can get the most out of your unit, we suggest that you 
take the time to read through this manual before you hook up and 
operate your system. This will acquaint you with operating features 
and system-connection considerations so that your listening plea- 
sure will be enhanced right from the start. You will notice that in all 
aspects of planning, engineering, styling. operating convenience and 
adaptability we have sought to anticipate your needs and desires 
Keep this manual handy for future reference. 


For your records 
Record the serial number, found on the back of the unit, in the spaces 
designated on the warranty card, and in the space provided below 
Reter to the model and serial numbers whenever you call upon your 
dealer for information or service on this product 

Model Serial Number 


Unpacking 

Unpack tne unit carefully and make sure that all accessories are put 
aside so they will not be lost. Examine the unit for any possibility of 
shipping damage. If your unit is damaged or fails to operate, notify 
your dealer immediately. !f your unit was shipped to you directly, 
notify the shipping company without delay. Only the consignee (the 
person or company receiving the unit} can file a claim against the 
carner for shipping damage 

We recommend that you retain the original carton and packing mate- 
nais for use should you transport or ship the unit in the future 


Accessories 


Audio cord . 2 


System control cord 


Except for U.S.A. Mexico, Canada, 
China, U.K., Europe and Australia 


AC plug adaptor 


— 
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Special features 


Dolby HX Pro and 
Auto-Bias function: 
ties. 
DPSS functions: 5 
i Skip Play 
{DPSS: Direct Program Search System) 
CCRS function: 


Duhbing funtion: 


The Dolby HX Pro headroom extension and auto-bias function provide a recording with superior high-frequency characteris- 


Simple operations allow you to use the following convenient functions. 
2 Single-tune repeated playback 


3 Rewind & Play = Dash & Play 


This function automatically sets the optimum recording level of the disc to be recorded, making it easy to record a CD. 
(CCRS: Computer-Controlied CD Recording System) 
With an easy operation, the tape loaded in deck A can be dubbed onte the tape in deck B. 


Before applying power A Caution: Read this section carefully to ensure safe operation. 


Units are designed for operation as follows. 


U.S.A. and Canada 
China .. 
Australia 
U.K. and Europe . 
* Other countries .. 


. AC 120 V only 
. AC 220 V only 
. AC 240 V only 
. AC 230 V only 
. AC 110-120 / 220-240 V switchable 


For the United Kingdom 


Factory fitted moulded mains plug 


The mairs piug conta'ns a fuse For replacement, use only a 13 Amp 
AS TA-aaproved (BS 13621 fuse 
Tre tuse cover must be refitted when replacing the fuse in the 


rey 


mou'dea plug 
3. Do not cut off tne mains plug from this equipment if the plug fitted 
1g not suitable for the Power pomnts in your Nome or the cable 1s too 
sport to feach 3 power point, then obtain an appropnate safety 
approvec extension lead or adapter, or consult your dealer 
|} nonetneiess the mains piug Is cut off, remove the fuse and 
d spose of the plug immeciately, to avoid a possible shock hazard by 
inadvertent connection to the mains supply 
IMPORTANT 
The wires in the mans lead are coloured in accordance witn the 
following code 
Biue Neutral 
Browr Live 
Do not connect those leads to the earth terminal of a three-pin plug 


[+ac voltage selection 


The AC voltage selector switch on the rear panel is set to the 
voltage that prevails in the area to which the unit is shipped 
Before connecting the power cord to your AC outlet, make sure 
that the setting position of this switch matches your line volt- 
age. tf not, it must be set to your voltage in accordance with the 
following direction 


AC voltage selector switch 


AC110- AC220- 
120V™ 240V 


3 | es 


Move switch lever to match your tine voltage with 
a small screwdriver or other pointed tool. 


Note 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch 


Safety precautions 


Caution: Read this section carefully to ensure safe operation. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION 


AISK OF ELECTRIC SHOCK 
DO NOT OPEN 


A 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT RE- 
MOVE COVER (OR BACK}. NO USER-SERVICEABLE PARTS INSIDE, RE- 
FER SERVICING TO QUALIFIED SERVICE PERSONNEL 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
1S INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS 
VOL-TAGE” WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNI- 
TUDE TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE 1S INTENDED TO ALERT 
THE USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVIC; 
ING) INSTRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. : 


Before Operation 


Notes on cassette tape 

Safety tab (accidental erasure prevention tab) 

After an important recording has been finished. break the safety 
tab, to prevent the recorded contents from being erased or re- 
corded on accidentally, 


= N. 


For A side 


For B side 


ail 
—S 
SEE 


Apply tape only to tne position 
where the tap has been removed 


To re-record 


To store cassette tapes 

Do not store the tapes in a place which is subject to direct suniight, 
or near equipment that generates heat. Keep the cassette tapes 
away from any magnetic field 


When there is slack in the tape 
in such a case, insert a pencil into the ree! nole and wind the reel 
hub to remove the slack 


Notes 


1 120-m:nute cassette tape 
Since a 120-minute cassette tape is very thin, the tape could 
adnere to the pinch roller or be easily cut. It 1s recommended 
tnat these tapes not be used with this unit to prevent possible 
aamage 


2. Endless tapes 
Do not use an endless tape, as this could damage the mecha- 
nism of the unit 


Beware of condensation 

When water vapor comes into contact with the surface of cold 
materia’, water drops are produced 

If condensation occurs, correct operation may not be possibie, or 
the umt may not function correctly 

This is not a malfunction, however, and the unit should be dried 
iTo do tis, turn the POWER switch ON and leave the unit as it is 
for several nours. 


Be especially careful in the following conditions: 

@ When the unit is brought from a cold place to a warm place, and 
there is a large temperature difference 

@ When a heater starts operating 

@ When the unit is brought from an air-conditioned place to a piace 
of high temperature with high humidity 

@ When there is a large difference between the internal tempera- 
ture of the unit and the ambient temperature, or in conditions 
where condensation occurs easily 


Temperature 

The appliance may not function properly if used at extremely low, 
or freezing temperatures. The 1aeal ambient temperature ts above 
+5°C (4 19F] 


Daiby noise reduction and HX Pro headroom extension manufac- 
tured under license from Dolby Laboratories Licensing Corpora- 
tion. HX Pro originated by Bang & Olufsen 
“DOLBY”, the double-D symbol and “HX PRO” are trademarks of 
Dolby Laboratories Licensing Corporation 


WARNING NOTICE: 

IN MOST CASES IT IS AN INFRINGMENT OF COPY- 
RIGHT TO MAKE COPIES OF TAPES OR DISCS WITH- 
OUT THE PERMISSION OF THE COPYRIGHT OWNERS. 
ANYONE WISHING TO COPY COMMERCIALLY AVAIL- 
ABLE TAPES OR DISCS SHOULD CONTACT THE ME- 
CHANICAL COPYRIGHT PROTECTION SOCIETY 
LIMITED OR THE PERFORMING RIGHTS SOCIETY LIM- 
ITED. 


Maintenance 


Cleaning the head section 


Cotton swab 
Capstan 


a 


Pinch role: 


Tape guides 


Cleaning the heads and peripherat com- 

ponents 

For maintaining the best condition of the deck and 

for longer service life, always keep the head (re- 

cording/playback/erase), capstan and pinch roller 

clean. To clean them, perform the following 

1. Open the cassette holder 

2 Using 4 cotton swab dipped in alcohoi. clean 
the head irecording/piayback/erase}, capstan 
and pinch roller carefully 


Demagnetizing the head 

When the recording/piayback nead is magnetized 
the sound quality will be deteriorated In such a 
case, demagnetize the head using a commercially 
available demagnetizer (head eraser) 


Note 
There are precisely alignea parts around the 
heads, including the tape guides 

When cleaning, pay special attention 50 as not tc 
apply shack to them 


Cleaning 

Unplug this appliance from the wall outlet before cleaning. Do not 
use volatile soivents such as alcohol, paint thinner, gasoline, or 
benzine, etc. to clean tne cabinet. Use a clean dry cloth 


Do not use contact cleaners because it could cause a malfunction 
Be specially careful against contact cleaners contamning oil, for they 
may deform the plastic components 


System connections 
Lee ee ee eee, ee 


Make connections as shown below. When connecting the related system components, refer also to the instruction 


manuals of the related components. 
Caution: Do not plug in the power {ead until all connections are completed. 


Malfunction of microcomputer 


Hf operation is Not possible or erroneous display appears even though all connections have been made property, reset the microcomputer 
referring to “in case of difficulty” - 3h 


Except for U.S.A., Canada 


Caution regarding placement a) : 


To maintain proper ventilation, be sure to leave a space around the unit [from the largest outer dimensions includ:ng projections} equal to, oF 
greater than, shown beiow 


Left and right panels: 10 cm, rear panel: 10cm 


Audio cord } 
System control cord 


To AC outlet 
CD player Turntable 
— a — l 
=o o 
; zs SSS] 


Notes 

1, Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced 

2, When piugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging/unplugging connec- 
ton cards without removal of the power cord can cause malfunctions or damage to the unit 


‘a ~ 
ABOUT THE SYSTEM CONTROL CONNECTIONS 

Connecting system control cords after connecting a KENWOOD auaio component system lets you take advantage of conveniert system 
control operations. 

There are two KENWOOD system control mades. Make connections according to the groups of terminai symbols shown below 


[X$8] Mode : lets you combine (Xv, 6: and (XS! terminals 
[SL16] Mode : for SLID) terminals only 


This unit is compatible with both [XS8] and [SL16] modes. It comes from the factory set to the [XS8] mode. To switch to the 4SL16] made, 
follow the instructions in “SWITCHING FROM [XS8] TO [SL16]” below. 


Notes 

1. {SL16] equipment cannot be combined with [XRI, [XS], and [XS8] equipment for system operations. If your equipment consists of this kind 
of combination, please do not connect any system control cords. Even without system control cords, normal operations can be carried aut 
without affecting performance 

2. If your amplifier or receiver does not have a system control terminal, do not connect any system control cords ta née system control 
terminals on the other components 

3. Do not connect system control cords to any components other than those specified by KENWOOD It may cause a ma-function arg 
damage your equipment 

4. Be sure the system control piugs are inserted all the way in to tne system control terminals 


cr 
ABOUT THE SYSTEM CONTROL OPERATIONS ) 


Remote Control 
Lets you operate this unit with the system remote supplied with the amplifier or receiver 


Automatic Operation (except [XR] equipment) 
Automatically switches the input selector on the amplifier or receiver when you start playback from this unit 


Synchronized Recording (except [XR] equipment) 
Lets you synchronize recording with the start of playback when recording from CD, MD, LD, or analog dises. Also, the simple CCRS operation 
us you make great recordings from CD 


/ 


{ 
SWITCHING FROM [XS8] TO [SL16] 


You can easily change the system control mode with the following operation. Do this operation after completing all connections 


Switching to [SL16]: Hold down the > (fast forward) key on Deck B and switch the POWER key from OFF to ON. 
~s 


Switching back to [XS8]: Hold down the «#4 (rewind) key on Deck B and switch the POWER key from OFF to ON, 


oe 


@ This operation will not affect items stored in the memory 
XY. 


y, 


Controls and indicators 


This illustration shows the KX-W6080 model. 


Operation indicators (Deck A) 
<4, Transport direction 
indicators 


c— Operation indicators (Deck B) 
<4,» Transport direction 
indicators 


@ = Recording indicator 
(KX-W6080 only) 


Peak level indicators 


Recording indicator 
Pause indicator 


{Dolby NR reference level} 


It Pause indicator 
i 
¢— REV.MODE 
i ' indicators 


CCRS indicators 
a MPX indicator 


;—— BAL.BIAS LEVEL 
indicators 
(KX-W4080: 


Go ag 


AUTO BIAS | 


Deck A counter 
RELAY indicator 


DUBBING indicators 
NORMAL 
HIGH 


Deck A: 
Playback and Recording 
({KX-W4080: Playback only} 


Eject button & 


Bw 


BAL..LEVEL only) 


| Deck 8 counter - 
AUTO BIAS indicator 


DOLBY NR indicators 


Operation key section 


Deck B: 
Playback and 
Recording 


Eject button & 


KENWOOD 


Gres] (Sr T= | 


(2 PAUSE key 
@ REC/ARM key 


Fast reverse key << | 
Fast forward key 


POWER switch 
KX-W4080 


HIGH DUBBING key 
| NORMAL DUBBING key 


PHONES jack 


MODE key 


TIMER switch 


@ REC/ARM key 
Il PAUSE key 

Fast forward key >> 

Fast reverse key <td 


REC LEVEL/BAL. (BALANCE)/BIAS control knob 
(KX-W4080: REC LEVEL/BAL.only}) 


@ Operation key section (KX-W6080) 


r ) 
DUBBING key 
[ NORMAL 
HIGH 
MPX FILTER key 
REV. mone key 
DOLBY NR k CCRS key 
ey . RELAY REC " 
i | (-— AUTO BIAS key 
RESET A key | | RESET B key 
(COUNTER) 1 : Ss (COUNTER) 
| | 
srs ei eye ol nl eee 
I I i l I l ar 
— woman ee | 
al s > | Pal « x= il | 
re 
i i | 
STOP key @ STOP key @ ‘ 
ee 
T t 
| | 
Play keys <4, > Play keys ~<¢, > 
(For deck A) (For deck B) 
\. , 
M@ Operation key section (KX-W4080) 
i “ 
CCRS key 
REV.MODE key MPX FILTER key 
DOLBY NR k 
°y ] AUTO BIAS key 
RESET A key ——\ (—— RESET B key 
(COUNTER) | | Cs (COUNTER) 
RESET A DOLEYNR REV MODE cos MeXeUTEA AUTO BIAS RESET A 
— H I t I TJ] 
REVERSE sro FORWARD REVERSE sr rorwaro | 
f+) * [>] (-l =. [J 
i | a 
STOP key @ STOP key & 
Play keys <4, > Play keys <4, > 
(For deck A) (For deck B) 
L J 
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Listening to cassette tapes 


Deck A Erect button Decx B Eject nuttor 
7 | REV MODE key | 
Before starting playback DOLBYNRkey — |! iKx-W6080 
4: Set the TIMER switch to OFF. 
REC OFF PLAY 
‘TIMER + | 
2 Set the POWER switch to ON. : 
l _ i | : i 
| POWER swach , TIMER switch 
Deck A operation keys = PHONES sack Deck § operation keys 
Mm To playback a tape 
(~ > 
1 Insert a cassette tape. 
1: Press the Eject button &. 2 Insert a tape. 4: Close the cassette holder. 
—. 
Se ieee 
ZR : 
~ 4 » -» 
@ The type of tape, Normal(TYPE Ii, High(TYPE I} or MetaliTYPEW), 1s detected and set automatically Close securely 
@ Be sure to remove tape stack Defore insertion by pressing upper inside 
2 Select direction of travel. 
1 Press the «@ key or > key. To stop playback 
REVERSE STOP FORWARD REVERSE ‘STOP FORWARD 
> 
CA 
3 Determine the playback conditions. 
1 Select the playback mode. 2 Select the Dolby NR mode. 
The display changes every time you press The display changes every time you press 
REV MOOE "=" To stop after playing two sides of tape Select according to the tape 
to be played 
To play two sides endlessly OLY HA 
To stop atter playing one side of tape 
or 
FORWARD 
s 
we 
_/ 
f~ 
To pause playback To stop playback 
WD Pauee REVERSE sToP FORWARD 
@ The pause indicator lights up @ Do not press the Eject button until the tape has stopped com- 
L pletely 
— 


@ Fast forward and rewind 


@ Relay playback 
This function plays back the tapes in both decks A 
and 8 continuously and repeatedly. 


(~ ‘ 
1 Stop playback. 


REVERSE ___sTOP__FORWARD 
« Rol 
q 
CAN 


bP: Fast tape winding in 
the = direction 


«#4: Fast tape winding in 
the @ direction 


\ 


rc 
To stop fast tape winding 


_, 


1 Insert tapes. 


ridicator 


@ Tapes are played in the directions indicated by ther ‘espec 
tive indicators on the display 


REVERSE sToP FORWARD 
«| De 
V. A 


Tape transport direction indicators 

The <d indicators show the direction of tape transport in its play- 
back or recording. The direction selected when the tape was 
stopped the fast time is maintained even after the power is turned 
off. When the tape :$ started automaticatly by the automatic play 
operation, etc., the transport starts with the direction shown by 
the direction indicator. If you want to change the transport direc- 
tion for tne next time the cower is turned on, press the play key of 
she opposite direction before turning power off 


Deck 4 drect.an .ndicators Deck B direction indicators: 
. P ccAS | i 
<hee SS cos aeae | 


Garas LeveL | 


G8 GG nae ae 


2 Select the playback mode. 


1 Select the playback mode. 


EV MOE 
The display cnanges every ue vou 


x ~ press 


=> Relay playback of two sides of tapes in decks Aand 
B is repeated 

= Relay playback of only one side of tapes in decks A 
and B is repeated 


@ Selay playback cannot be performed if the REV.MCDE key ‘s 
set to “ao” 


2: Select the Dolby NR mode. 


The asplay changes every time you press 


Select according to tne tape 


—— to be plaved 
owen DOLBY NA ER 
CAN OFF 


DOLBY NA 


To use the headphone 


Connect cammercially-available 
PHONES jack for private listening 


stereo headpnones to the 


PHONES 


@ The playback starts with the deck the play key of which is 
pressed. 


L J 
‘ ) 


To stop relay playback 


Press the Ill key of the deck that 1s playing 


REVERSE sToP FORWARD 


L S » 
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DPSS operation 


The DPSS (Direct Program Search System) enables the following convenient operations according to the instructions 
of the operation keys (these operation are however not available on both decks simultaneously). The DPSS functions 
are based on the detection of non-recorded spaces of 4 seconds or more between tunes. 


1. Skip play: 


By specifying a tune located several tunes beyond (or behind} the tune being played, 


skips tunes between the current tune and the selected tune and starts playback from the 
beginning of the selected tune. Up to 16 tunes can be skipped in Skip Search. 


2. Rewind & Play: 


3. Single-tune repeated 
playback: 


4. Dash & Play: 


Rewinds the tape to the beginning and starts playback from there. 


One single tune is played back repeatedly up to 16 times. 


If a non-recorded space of more than 10 seconds is detected during playback, that space 


will be skipped by fast forward tape winding. 


Tune being olaved 


<> 
(ta Lal ay 


Space inon-recorded) 
Tape transport direction =» 


Soace (non-recordect 


@ Skip play operation 


Counter RESET A/B keys 


REV.MODE key 
IKX-W6080: 


Deck A operation keys Deck B operation keys 


The example below shows the case in which the direction indicated by the tape transport direction indicator is >. if 
the direction indicated by the tape direction indicator is «4, always press the keys for the opposite directions to those 


shown in the illustrations below. 


(~ ‘ 
To play a tune located immediately after the 


tune being played 


om 
To play the tune being played from the begin- | 
ning 


~ = ~< = 
Press once during the payback L Press once dunng the playback 
. y, y, 
(— > - “ 
To play a tune located 4 tunes beyond To play the tune located 4 tunes behind 
«< o ~«< — 
Press 4 times during the olayback. Press 5 times during the playback 
\. —w/ *. y, 


Tapes containing recording of large noise between tunes 
Tapes containing spaces of less than 4 seconds between tunes 


Tapes recorded with low recording level 
Tapes recorded using Cross-fade recording 


DPSS will not function properly with the following types of tapes. 


@ Tapes containing spaces of 4 seconds or more, such as conversations and speeches. 
Tape containing extremely low levels or non-recorded spaces in the middie of tunes, such as classical music 


®@ Rewind & Play operation 
This operation cannot be performed with the remote 
control (of the separately sold amplifier}. 


Direction of tape direction indicator: > ) 


REVERSE soe FORW 


ae 


Press simultaneously 


Direction of tape direction indicator: <4 


REVERSE STOP FORWARD. ~ oo 


a =| 
D CA 


Press simultaneously 


I s 


V.. J 


lH Single-tune repeated playback 
operation 
c ~ 
1 Play the tune to be repeated. 


B® Dash & Play operation 

The Dash & Play skips long non-recorded spaces auto- 
matically as the tape is played. 

This operation cannot be performed with the remote 
control (of the separately sold amplifier). 


4 Determine the playback mode (condi- 
tions). 


BEV MOOE The display chacges every ume 
S - you press 
ce" Two sides are ‘epeated only once, efter which vlaypack 
stops. 
+ 
i "en" Iwo sides are repeated 8 umes. after wricn piaybacr 
| stops 
: + 
— "mm" One side s repeated 8 times, after wric” Baybacx stans 


@ Incase the REV.MODE key is set tc “=>” and tapes are Ir- 
serted in both of the decks, when a ceck ‘irishes Dash & 
Play, the other deck starts Dash & Play for +6 tmes, after 
which :t stops 


2 Press the play key of the same direction as 


2 Press the <4 and »® keys simulta- 


\.. 


the current tape transport direction. neously. 
When direction of tape direc- = ~ = ~ 
tion indicator is : Nae’ 
QA 
@ Normal playback resumes after repeating the same tune CG 
for 16 times 
\. JAX 
ya 
To cancel the playback above in the middle REVERSE srop _Forwano 
= N oN Lad Press orce 
@ Playback 1s stopped and canceled ene 


@ Zero-stop operation 
This operation cannot be performed with the remote 
control (of the separately sold amplifier). 


Press simultaneously. 


— as i 
7 F 2 r \ 
Fast winding in the => 
direction 


Fast winding in the 
direction 


@ Tape 1s wound until counter reading near” 0000" where it stops. 


Usage of counter 

Before starting recording (playback}, press the RESET A o 
RESET B key to reset the counter to “0000”, and write down the 
i counter reading when the recording (playback) should be stoppec 
in the middle of the tape, etc.; this will make It easy to locate the 
same position when you want to continue recording (playback) nex” 
time. it 1s also possible to use the Zero-stop function to return tc 
the position where recording {playoack) was started 


RESET A 


a 
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How to record 


The cassette deck incorporates the Dolby HX Pro headroom extension function and auto-bias function to provide a 


recording with superior high-frequency characteristics. 


Since this unit is not designed for recording with metal{TYPEW) tapes, do not use metal tapes for recording. 


@ Ordinary recording 


om 
1 Set up the cassette deck. 


J; Insert a tape in deck A or B. 


(KX-W4080:dece 8 only! 
Tape to pe recordec 


— 
Indicator 


\ a \ é aa ea / 


2 Set the tape transport direction. 
Press the play xey then immediately press tre Ml key 


3: Select one-side or two-side recording. 
The disolay changes every time you press 


SRN 
LAN 


4 Select the Dolby NR mode. 


Tne aisplay changes every time you press. 


Two-side recoraing 
One-side recording 


ere 
zz 


5 When recording a radio broadcast 


@ Depending on the tuner, a recorded FM broadcast may produce 
a “peat” sound. ir this case, press the MPX FILTER key be- 
fore recording. To cancel press the MPX FILTER key again 


4 Set the recording level. ) 


7: Play a music source. 


3. Enter the record-pause mode. 


1 Pause @ Acai 


¢ 


Adjust the recording balance and recording level. 


Whie pressing the M1 key 
1 press the @ key 


@ Refer to “To make better recordings” 


“4: Stop playing the source. 


2 Select the source to be recorded. 


3 Activate the auto-bias setting. 
The bias adjustment is applied to deck 8. 


AUTO BLAS: 


Ne 


@ The optimum bias 1s set In about 40 seconds, after which the 
deck enters the stop mode 

e For a fine adjustment after setting AUTO BIAS, refer to the 
description of “Bias level adjustment” {KX-W6080 only) 

@ To cancel the auto-bias adjustment operation in the middie. 
press tne Ml key 

@ Recording is possible even when the auto-bias setting Is 
ommitted 

@ {f the amount of remaining tape Is smali, tne auto-bias adjust- 
ment may be canceled in the middle and tape stopped at that 
position 

@ The dias level is canceied when the Eyect button is pressed 


5 Start recording. 


1: Press the @ key. 
@ recs 


Press once 


tC 


@ Recording will start 


2: Play the music source from the beginning. 


@ The deck enters the stop mode automatically when the tape 
has been recorded till the end 


Auto-bias function 

The tapes categorized as “normat” or “high” tape vary widely in 
the characteristics from popular to high-class types Therefore, this 
system is equipped with the auto-bias adjustment function for ex- 
clusive use with normal and high tapes so that optimum recording 
can always obtained with any types of normal and high tapes. It is 
recommended to use the auto-bias function when using a normal 
tape or high tape 


Hi To make better recordings 


The MODE key can be used to adjust the recording level, the recording balance and the bias level. 


f ‘ 
Recording level adjustment 
1D Select the LEVEL mode. 2 Adjust the recording level. 
od8 LEVEL 
Qn | “CY: 
| \ 
Mook es on Aecording lever lecorting level 
Press the MODE key [7 Counter > LEVEL @ Adjust the recording level so that the 0 a8 of the peak eve 
and select the "LEVEL BIAS BAL. indicators sometimes lignts up 
q @ The recording level can be adjusted or doth decks A and 8 
~ 


rc 
Recording balance adjustment 


1: Select the BAL. mode. 2 Adjust the recording balance. 


f 
Right sound C) as 
¥ 


decreases NaN 


@ In counter, adjust tne record:ng baiance leve: so trat the .ett 


Counter ~—> LEVEL 
oes ect Nace [ and rignt displays are the sarre You can aiso check w tr 1ne 


q BIAS <— 3 Bai ‘Land iF} peak level indicators 
-_, 


(: . *) 
Bias level adjustment (Deck B of the KX-W6080 only) 


1. Select the BIAS mode. 2 Adjust the bias level. 
BIAS. 


en 


- eae 


a 
= REC LEVEL “BAL 
3 Th er . 
high frequency ¥ ’ The high freavency 


decreases Me. a7 increases 
regs the MODE kev Counter ——> LEVEL @ To adjust the bias level, play back the recorded souna and 
and select the “BIAS” adjust to the suitable level.Repeat if necessary 


@ The bias can be adjusted to a value of +3 


L _ -J78iAS "E+ Bal. 


A 


Dolby noise reduction system 

The Dolby noise reduction system was developed to reduce the tape hiss noise generated during playback 

The optimum effect of the Dolby NR system 1s obtained when the same type NR system is used for both recording and playback Ifa different 
type NA system is used, playback 1s not performed correctly. Make sure that the same type noise reduction system |S used for both recarding 
and playback 

Dolby B NR 

The most popuiar noise reduction system used in home audio components. Usuaily, Dolby NR system corresponds to B NR 

Dolby C NR 

Dolby C NR offers improved noise reduction performance over that of the Dolby 8 NR. It features a superior noise reduction effect, use Dolby 
CNR to record or playback with this unit . 

It is recommenaed that tapes recorded with the Dolby NR system be marked "BY" or “C", $0 that they can easily be distinguished 


KX-WEOBO/KX-Ww4080 (En} 15 


How to record 


To pause recording temporarily lf To re-start recording 
The following procedure is useful when you want to 
f ‘\ an : 
eed cancel recording in progress and re-start it. 
EA A non-recorded space of about 4 seconds or more 
. NN should be reserved before the position where recording 
@ Tne pause indicator tights Up “— was started. 
‘4 “) 
To resume recording 1 Rewind during recording. 
@ pecan During recording in = ~ 


a the > direction: = 
\ 4 


_/ During recording in ial Lad 


the <4 direction: Ee) 
C\ 
g To stop recording @ When the PR tor <hd) key Is pressea during recording, fe 


cording is aborrec and tape 's rewound as shown below # 


there 13 a non-recarded space of more than 4 seconds betore 


1 Press the @ key. the recording start position 
REVERSE stor FORWARD Tape stops atter 2 sec 
of transport a 
> dl ty Tune to be re-recorced 
; oa e 
LA VRecorded tune: Rerecording | 3 


. Blank of 4 sec. or more * 
2 Stop playing the source component. 


@ |ftnere is no recorded tune before, the tape wii! be rewound 


then stopped 

@ When re-recording fram the beginning of tape, feed the leader 
tape (the first portion of tape that cannot be recorded! before 
starting re-recording 


m How to provide non-recorded 


blanks between programs 2 Re-start recording. 

a ) i: Press the @ key twice. 

In stop mode | During recording © recast 
Prass SUCCESSVE:y LWICE | Press orce @ Anon-recorded space of about 4 seconds is reserved on tape, 

i then the tape transport stops 

@ nec /A8m \ @ rec anu : 
3. Replay the tune you wish to record. 
| ah 3 Press the @ key once. 


\. -, 


C \ | oom 


@ After leaving a non-recoraed blank of avout 4 seconds, the 4 


deck enters the record-pause moae 
© e@ Recording starts 


Recording with Dolby HX Pro 


When recording 1s started with this unit, the Dolby HX Pro headroom extension function automatically operates to provide a recording with 
superor high-frequency characteristics 


What is Dolby HX Pro? 

In ordnary recording using high-frequency biasing, the high-frequency bias current, which should be constant, 1s increased with some 
recording sources due to the high-frequency component contained in the music, etc. This increase affects the recording characteristics with 
a:storied high frequencies and degraded dynamic range and frequency response 

The Dolby HX Pro circuit detects the high-frequency component contained in the music source being recorded, and reduces excessive bias 
current to make it constant. As a result, the recording charactertstics of high frequencies are drastically improved, and the improved high- 
frequency reproouction can also be enjoyed even when the tape is played on tape decks which are not equipped with circuit 


a 


TEPAUSE xey 


M@ Relay recording (KX-W6080 only) 


REV.MODE xey | i RELAY REC xey 


DOLBY NR “ey | | TT AUTO BIAS key 


- “KX W6080! 
— @ RECIARM key 


This function allows to record sound continuously from deck A to B. 


la 
1 Insert tapes in both decks A and B. 


Deck A 


2 Set the recording condition. 


i Select one-side or two-side recording. 
The display cnanges every time you oress 


REV. MODE 
Two-side recording 
= One-side recording 


2, Select the Dolby NR mode. 
The display changes every time you press 


DOLBY NA 


5 Adjust the recording level. 
7 Play the music source. 


2 Set the record-pause mode. (deck A). 


U6 pause @ RECs 
Whae aressing tre MH kev 
press the @ ¢ey 

fa 


\ 


\ 


3. Adjust the recording balance and recording fevel. 


% Stop playing the music source. 


3 Set the relay recording mode. 


RELAY AEC RELAY lights up. 


TEE 


6 Start recording. 
¥ Press the @ key (of deck A). 


© rec vane 


td 


, 


MS 


@ Recording will start 
2 Play the music source from the beginning. 


@ Recording on deck B starts immediately after recording on 
deck A has completed 


4 Perform auto-bias adjustment. 
The bias adjustment is applied to deck 8. 


@ The optimum pias 1s set in about 40 seconds, after which the 
deck enters tne stop mode 
@ Recording ts possible even if the auto-bias adjustment opera- 


L ton is omitted 


To cancel relay recording 
Press the RELAY REC key again. 


RELAY goes off 


RELAY REC 


Note 


Relay recoraing cannot be performed it the REV.MODE key 's set to “ct” 
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Synchro recording 


a 


By connecting this unit with a KENWOOD “[XS], (XS8], [XS8]([SL16]}” type amplifier (receiver) with a SYSTEM CON- 
TROL jack and a KENWOOD CD player with a SYSTEM CONTROL jack using system control cords, recording on this 
unit and playback on the CD player can be started simultaneously. 


Amolifier or Receiver 


System control cord 


(KX-W60801 


oe = . 
a Ord 
e200" 0.2 


a. -- 


Audio core 


Bees Cee eO ooo 


Synchro recording of CD 


=| 


Make preparations for recording. 


i insert a tape in deck A or B. 
iKX-W4080 ceck B ony! 


Tape to b 


* Indicater 


ia} = rm iv : kB! 


2 Adjust the tape transport direction. 
Press tne play key, then .mmediately press the Ill key 


3. Select one-side or two-side recording. 


3 Adjust the recording level. 
T: Play a CD. 


‘2: Set the record-pause mode. 


Mt Paver @ REC/ARM While pressing tne HE key 


press tne @ key 


| 
\ 


3. Adjust the recording balance and recording level. 


4 Stop playing the CD. 


The display changes every time you press 


REV MODE 
Two-side recording 
One-s.de recoraing 


LA 
4 Select the Dolby NR mode. 


The display changes every time you oress 


Set the record-pause mode. 


4 pause @ REC ARM 


While pressing the II key 
press the @ key 


Activate the auto-bias setting. 


The bias adjustment is applied to deck B. 


Start playing the CD. 


Press the »/I key or the numeric key correspond- 
ing to the track No. to start recording. 


e@ Recording starts at this moment. 
@ When the CD player has completed playback, the cassette 
deck stops recording and enters the stop mode 


CA 


@ The optimum bias is set in about 40 seconds, after which the 
deck enters the stop mode 

@ For a fine adjustment after setting AUTO BIAS, refer to the 
description of "Bias level adjustment” {KX-W6080 only} 

@ To cancel the auto-bias adjustment operation in the middle, 

press the ll key 

Recording 1s possible even when the auto-bias setting 1s 

ommitted 


To pause .... .. Press the P/E key of the CD 
player. 

To restart recording .... Press the »/II key of the CD 
player. 

TO STOP oo. ereeeeeeteees Press the @ key of the CD 
player. 


@ ‘f the stop key of the cassette deck is pressed, the cassette 
deck enters the stop mode but the CD player does not stop 


Ne 


By connecting this unit with a KENWOOD “[XS]”, “IXx$8]", “[XSB8IISL16])” type amplifier (receiver) with a SYSTEM 
CONTROL jack and a KENWOOD turntable with a SYSTEM CONTROL jack using system control cords, recording on 
this unit and playback on the turntable can be started simultaneously. 


Amphiher or Receiver 


System contro! cord 


(KX-W6080) 


Turntable 


KENSOCD 


[ \ | 


= 


Audio cord 


Synchro recording of analog disc 


Va 
1 Make preparations for recording. 


i: Insert a tape in deck A or B. 


(KX-W4080 deck B only! 
Tape to be recoded 


on 


Indicator 


£6 ® 


: Adjust the tape transport direction. 
Press the play key, then immediately press the @ key 


>. Select one-side or two-side recording. 


The display changes every time you press 


REV MODE 
rad Two-side recording 
= Sre-side recording 


4 Select the Dolby NR mode. 
The display changes every time you press 


OOLBY NA 


3 Adjust the recording level. 


y: Start piaying an analog disc. 


2. Set the record-pause mode. 
HH pause @ necrasn 
While pressing tne I key 
press tne @ key 


4, Adjust the recording balance and recording level. 
~ 


= Stop playing the analog disc. 
PLAY CVT | 


@ The cassette deck re- 
turns to the stop mode 


CA 


4 Set the record-pause mode. 


a pat © eac/ar 
Whie pressing the It key 
press the @ key 


Activate the auto-bias setting. 


The bias adjustment is applied to deck B. 


AUTO BIAS 


The optimum bias is set in about 40 seconds, after which the 
deck enters the stop mode 

For a fine adjustment after setting AUTO BIAS, refer to the 
description of "Bias level adjustment” .(KX-W6080 only} 

To cancel the auto-bias adtustment operation in the middle, 
press the & key 

Recording is possible even when the auto-bias setting Is 
ommitted 


Start playing the analog disc. 
Press the PLAY/CUT key of the turntable. 
Recording starts at this moment 


When the turntable has completed the play. the cassette deck 
stops recording and enters the stop mode 


To stop recording in the middle 


Press the PLAY/CUT key of the turntable. 


if the stop key of the cassette deck is pressed, the cassette 
deck enters the stop mode but the turntable does not stop. 
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Recording of CD playback (CCRS) (deck B only) 


When connected with a KENWOOD CD player provided with “ [XS]", “[XS8]", “[XS8](ISL16])}” marking through the 
system control cord, this unit allows to use the CCRS, which starts recording automatically after setting the optimum 
recording level for the CD and tape to be used in recording. 


———$___— 

Cassette deck ccRS 1 

Automatic recording level setting 2 

. . 

| 3. 

oT | 4. 
CD player i 


CCRS (Computer-controlled CD Recording System) 


When the CCRS key is pressed, the following operations occur automatically and CD sound is recorded on tape. 


. The CD starts to be played, and the peak value is sampled 


from the levels of the signals on the CD. 

The optimum recording jevel for the specific CD is deter- 
mined and set based on the peak vaiue sampled. 

The recording preparation steps above take about 20~200 
seconds, after which the actual recording starts. 

After recording (when the CD player is stopped or when 
the tape has run out), both the cassette deck and CD player 
stop. 


@ With CO piayers equipped witn the EDIT function, Ht 1s possibie to make recordings in which the last songs on sides A and B are not cut off ir 
tne middte and in which the recording capacity of the tape is used to the fullest extent. (Set the REV.MODE key of the deck to "=>" | 


m CCRS recording (deck B only) 


rc 
1 Set the input selector switches of the am- } 
plifier (receiver) for the CD source. 

2 Place a CD in the CD player. 


@ \Wnen a recoraing is to be edited. use the CD player's EDIT 
junction and complete the editing 


3 Insert a tape in deck B. 


4 Set the playback condition. 


1 Select one-side or two-side recording. 


Tre aispiay changes every me you press 


EV MODE 
=> two-sige recording 
te T=. One-side recording 


2 Select the Dolby NR mode. 
ihe disolay changes every t-me you press 


DoLeY NA 
CA boLeY NA ES 
LA DOLBY NR 


5 Press the CCRS key. 


cons 


CA 


@ Wher performing CCRS recording with a CD player which 
can be loaded multiple compact discs, set the CD player to 
TRACK mode, press the disc select key and press the CCRS 
key 

@ The CCRS indicator blinks, and actual recording starts In about 
20 to 200 seconas {after creating a non-recorded biank of 
about 8 seconds) 


y, 


rc 
How to cancel CCRS 


During recording level setting: 
Press the Stop key of the CD player or the stop 
key of the cassette deck. 
During CCRS recording: 
Press the Stop key of the CD player, then press 
the OPEN / CLOSE key of the CD player. 
After completion of CCRS recording: 
Press the OPEN / CLOSE key of the CD player. 
@ After recording, the cassette deck and CD player enter the 
stop mode automatically 
@ After completion of CCRS recording, be sure to cancel the 
CCRS and ensure that the CCRS indicatar has gone off 


Notes: 

1. If the CCRS key is pressed during CD playback, playback stops 
and CCRS operation begins 

2. If the remaining amount of tape is smali, CCRS may not function 
correctly or CCRS operation may be canceled in mid-operation 

3. Once the CCRS recording level has been set, the recording 
balance and recording level cannot be adjusted while the CCRS: 
operation is being carned out 

4 The CCRS function sets the peak level for the entire CD in 
approx. 20~200 seconds. On very rare occasions, however, the 
function may not be able to set the optimum recording level. {f 
this occurs, carry out recording manually referring to the “Ordi- 
nary recording” section 

5. The CCRS recording level setting is canceled when the OPEN/ 
CLOSE key of the CD player 1s pressed or when the power is 
switched OFF 


ears 


Tape dubbing operation (Deck A => Deck B) 


The dubbing refers to the copy of the recorded contents of 
a tape to another tape (tape in Deck A = tape in Deck B). 
Normal-speed dubbing: Copy at normal tape speed. 

High-speed dubbing: Copy at double the normal speed. 


a 


1 


Insert tapes in the cassette decks. ) 


Tape to be piayed Tape to be recorded orto 


Initial tape 
© running 
direction 


~~ 
>) 


iy 


2 


Set the same tape transport direction for 
both tapes. 


Press the same play key, then mediately press the Ml key 


Select one-side or two-side dubbing mode. 


The display changes every ume you oress 


REV.MOOE 


> For two-way dubbng 
— For one-way Gubbing 


Press the AUTO BIAS key. 


The optimum bias 1s set in about 40 seconds, after which the 
cassette decks enter the stop mode. 

Recording 1s possible even when the auto-bias setting 1s 
ommittea 


5 


Start dubbing. 


For normal-speed For high-speed 
dubbing dubbing 


1 
DUBBING NORMAL DUBBING HIGH 
qi IQhts up hights up. ,, 


iKX-VVEO8O} IKX-Wa080F (KX-W6080} IKX-W40801 


= 


DUBBING keys 


REY MODE key — Ll, 7 AUTO BIAS key 
KENWOOE: ol = 
————] _ [| fC | 
j . 
ee 
j= — 
Gato Oosmx=79O conga 
ae ! 1KXANGO80i 
STOP key 


iKX-W4080 DUBBING keys? 


(_ ) 


To pause dubbing 


For normai-speed For high-speed 


| 
dubbing dubbing 
es neem one oupena 
awed —i~ Es 
NS ~N 
CA CA 
KX-W6080) IKX-WW4080) a IXX-W6080i KX ANAOSOL 


@ Only deck B enters the record- pause mode after leaving a 
non-recorded space of about 4 seconds in case of normal- 
speed dubbing, or about 6 seconas in case of hign-speed dub- 
bing 

@ To resume dubbing after pause, press the same DUBBING 
key as above (NORMAL DUBBING or HIGH DUBBING) again 


\. w, 


( 


To stop dubbing 


Press the @ key of Deck B. 


REVERSE STOR FORWARD 


@ Both decks A and B enter the stop mode 


\. y, 
Notes: 
1. The recording balance and recording level cannot be adjusted 
for dubbing 


2. The DOLBY NR is not active during dubbing 

* The tape recorded by dubbing features the same NR system 
as the original tape in Deck A 

3. Noise from TV may interfere with dubbed sound if hign-speed 
dubbing is executed near a TV set To prevent this. install the 
system farther from the TV set 

4, If the original tape was recorded at a high level, the sound qual- 
ity may be degraded, if high-speed dubbing 1s used In such a 
case, use normal-speed dubbing 
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Timer operations 


Jilciciirshiicnet. Sinise nnn eS 


This unit incorporates a built-in timer standby function. 
By using an audio timer optionally available in the mar- 
ket, wake-up playback and unattended recording of 
tape can be started at any time of the day. 


Preparations for timer playback and recording 
Connect the power cords of the components directry or 
indirectly to the timer so that their powers can be 
turned on via the timer. 

The timer setup operation varies depending on the 
timer. Also read carefully the instruction manual of your 


CD player) and the system, remove the disc from the 


| audio timer. 
| When connecting the KENWOOD equipment (amplifier, 
CD player. 


i Timer playback of tape 


Auao timer 


* 


A 
4 a © 

| ext OO Oioe } 

| (KX-W60801 


to ON. 


Start playback. 


(_ . 
1 Set the power switches of the components 
2 Insert a cassette tape(s). 
e@ The tyne of tape. NormaliTYPE 1), HighiTYPET) or 
MetaliTYPEM}, 1s detected and set automatically 
@ Remove tne tape siack before insertion 
@ if relay playback 1s required, insert tapes In both decks A and 


a 


Adjust the volume of the amplifier. 


8 


3 Set the playback condition. 


4 Select the playback mode. 


The display changes every 1'me you press 


Rewind the tape(s) to the start position. 


Stops after playing two sides 


Endless playback 


Stops after playing one side 


© If relay playback 1s required, set to "=>" oF =" 


Set the TIMER switch to PLAY. 


3: Select the Dolby NR mode. 


Tne dispiay changes every time you press 


DOLEY NR 


= OFF 
tA DOLBY NR 


@ Set according to the tape(s} to be played 


\ 


Set the timer. 


Set the timer so that the tape starts at the desired time of the 


day. 


When the set time comes, tape playback starts automatically. 


Read carefully the instruction manual of your audio timer 


aa 


Notes 


1 if tapes are inserted in both decks A and B, timer playback starts with deck B 
2. Switch on the power to the cassette deck. (The timer will not operate if it is switched off.) 


Amplifier 


C5 [SSO 10 ac ote 


>|. aN 
om ci 
> a 


7 OOO O05 


(KX-W6080) 


[ ey 


poaS Oo-m-O eauG 


@ Timer recording of tuner broadcast 


Audio umer 


la 


1 


Set the power switches of the components 
to ON. 


Receive the desired radio station with the 
tuner. 


2 


Make preparations of the cassette deck. 


4 


Adjust the recording level. 


1; Set the record-pause mode. 


While pressing the dl key, press the @ key 


2 Adjust the recording level. 


Adjust the recording level so that the 0 dB of the peak level 
indicators sometimes light up. 


‘Insert a tape(s) in a cassette deck. 
@ Insert a tape into either deck A or deck B 
IKX-Wa080. deck B only} 
@ For relay recording, insert tapes into both decks A and B 
(KX-W6080 only) 


Tape to be recorded 


~ 


Indicator 


Set the relay recording as required. 
(KX-W6080 only) 


Set the relay recording mode. 
RELAY REC 


*\ 


Relay recording is not set, deck B will record. 


Deck A ¥ 


2 Adjust the tape transport direction. 


Set the amplifier volume to the minimum 
position. 


Press the play key, then immediately press the Ml key 


3: Select one-side or two-side recording. 
The display changes every time yau press 


eV. Mane 

— = ..... Two-side recoraing 

Ewen, = One-side recording 
CA 


Set the TIMER switch to REC. 


@ Select the Dolby NR mode. 
The display changes every time you press 


DOLBY NA 


CA 


=) Set the MPX FILTER to ON. 


L 


Set the timer. 


Set the desired time when the recording is to be started 
When the set time comes, the powers of the related compo- 
nents are turned ON and recording starts. 

Recording stops when the end of side to be recarded 1s 
reached 

Read carefully the instruction manual of your audio timer 


Notes: 


1, To ensure that the cassette deck’s automatic shut off switch operates before the power is shut off, set the timer so that it operates for a 


littie longer than the playing time of the tape 


2. Switch on the power to the cassette deck. (The timer will not operate if it is switched off.) 
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In case of difficulty 


What appears to be a malfunction ma 


table below to see if the problem can be correcte! 


y not always be serious. If your unit should not perform as expected, consult the 
d before seeking help from your dealer or service representative. 


Operation to reset 


The microcomouter may fall into malfunction limpossibility to 
+ operate, erroneous display, etc.) when the power cord Is un- 
plugged whiie power is ON or due to an external factor In this 
case, execute the following method to reset the microcom- 


puter and return it to normal condition 


Turn the power switch on and off again while | : 
pressing the Stop key on deck B. J | 


factory 


; @ Please note that resetting microcomputer clears contents 
stored in and returns it to the condition when it left the | 


Symptom 


Cause 


Remedy 


Sounds is not produced when the Play 
key is pressed. 


The connection cords are connected im- 
properly 
The head is dirty 


Tape is irregularly wound and hard to 
take up 
A non-recofded tape is being played 


Connect the cords properly referring to 
"System connections” 

Clean the head referring to “Cleaning 
the head section” - 
Replace the tape 


Play a recorded tape 


The deck does not work when an op- 
eration key is pressed. 


The cassette holder is not closed com- 
pletely 

The operation key was pressed immedi- 
ately atter closing the cassette noider 
The operation key was pressed within 
less than 3 seconds after the power was 
turned on 

Tape is not inserted 

Tape 1s irregularly wound and hard to 
take up 

Tape has been fully wound to reel 


Close the cassette holder completely 


Press the desired operation key in a few 
seconds after closing the cassette holder 
Press the desired operation key in more 
than 3 seconds after turning the power 
on 

Insert a tape 

Replace the tape 


Change the tape transport direction or 
insert the tape inversely 


DPSS malfunctions. 


The tape is not suitable for DPSS opera- 
tion, for example the spaces between 
tunes are too short 


Read “DPSS operation” 


CCRS does not work. 


A recordable tape is not inserted in deck 
8 
A disc 1s not placed in the CD player 


The disc 1s dirty 


insert a recordable tape in deck B and 
press the CCRS key 

Place a disc in the CD player and press 
the CCRS key 

Clean the disc, place it in the CD piayer, 
and press the CCRS key. 


The dubbing on Deck A and Deck B ends 
at different timing. 


This is due to the difference in tape 
length or to the characteristics of the 
cassette deck mechanisms 


A small time difference is not regarded 
as a failure 


The cassette holder does not open 
when the Eject button is pressed. 


The button is pressed dunng recording 
or playback 


Press in the stop mode 


Sound is hoarse, or high frequencies are 
not audible. 


The head is dirty 


The tape is stretched or wrinkled 


Clean the head referring to “Cleaning 
the head section” ~La 
Replace the tape 


Sound is distorted. 


The recording level was too high 


A tape recorded with distorted sound Is 
being played 


Adjust the recording level referring to 
“How to record” ~ pia: 
Replace the tape 


el 


Symptom 


Cause 


Remedy 


Recording is not initiated when the 
@REC/ARM key is pressed. 


The protection tab on the cassette has 
been broken 

The cassette holder is not closed com- 
pletely 

The recording level is set to the mini 
mum pasition 

The TAPE input selector :s selected on 
the amplitier 

Tape has been fully wound to a reer 


Use a cassette with unbroken tab 0° 
close the hole 
Close the cassette hoider compretely 


Adjust the recarding level referring to 
“How to recora” = 4 
Press the input selector xey of the 
source to be recorded 

Change the tape transport direction ci 
deck or insert the tape inversely 


Noise level is high. 


The head 1s magnetized 

External noise 's induced 

The system assembly position is wrong 
The recording level was too low 


A tape recorded with Dolby NR ON 1s 
being played with Dolby NR OFF 


Bemagnetize the read reterr:ng +a 
“Cleaning tne head section” ae 
Install the system apart from other elec 
tical appliances and TV set 

Change the arrangement or the position 
of the equioment 

Adjust the recording level referring tc 
“How to record” 

Set the DOLBY NR key to B or C 


Sound is vibrating. 


The capstans or pinch rollers are dirty 


Tape ts irregularly wound: 


Clean the head referring to “Cieaning 
the nead section” 8. 
Wind the tape regularly by fast forwara- 
1ng, rewinding or ptaying it fully from one 
reel to another 


Playback or recording starts immedi- 
ately when the power is switched ON. 


The TIMER switch is set to PLAY or 
REC 


Set the TIMER switcn to OFF uniess 
umer playback or timer recording 15 re- 
quired 


Specifications 


fied thedinSielaSaiei ne n,n 


[MODEL: KX-W6080] 
Track System ... 
Recording System 
Heads .... 


4 track, 2 channet stereo 
AC bias (Frequency: 105 kHz) 
A DECK 
Playback/recording heads... 1 
Erasing head . wee 7 
B DECK 
Piayback/recording heads... 
Erasing head . 
MOtPs o.sceecesesseeeeceteeterees A DECK 
B DECK 
Wow and Fiutter............. £0.17 % (IEC) 
+0.28 % (DIN) 
0.1 % (W.R.M.S} 
Fast Winding Time ......... Approx. 110 seconds (C-60 
tape) 


. 4 
DC motor x 1 
DC motor x 1 


Frequency Response 
TYPE | tape . 
TYPE I tape . 

Signal to Noise Ratio 
Dolby NR OFF.............. 56 dB 
(IEC, 250 nWb/m, TYPE I tape) 


30 Hz to 18,000 Hz, +3 dB 
30 Hz to 19,000 Hz, +3 dB 


Dolby NR OFF... . 59 dB 
Dolby B NR ON . 68 dB 
Dolby C NR ON ............. 75 dB 
(3rd, H.D., 3 %, TYPE I tape) 
Harmonic Distortion ...... Less than 1.2 % 


{at 315 Hz, 3rd H.D., 250 nWb/m, TYPE I tape} 
input sensitivity/Impedance 


LINE IN o...cceceeecneeeee) 122.8 mV/47 kQ 
Output Level/Impedance 

LINE OUT... 775 mV/1.0 kQ 

Headphones .............-- 0.5 mW/32 Q 
[General] 


. 30W 

W: 440 mm (17-5/16") 
H: 134 mm (5-1/4"} 
D: 367 mm (14-7/16") 
Weight (Net)... 4.6 kg (10.1 Ib) 


Power Consumption 
Dimensions ...........-- 


Note 


(MODEL: KX-W4080] 
Track System 
Recording System. 
Heads ... 


4 track, 2 channel stereo 
AC bias (Frequency: 105 kHz} 
A DECK 


Playback head.. 4 
B DECK 
Piayback/recording heads... 1 


Erasing head .... . 
DC motor x 1 


MOTOS .......ceeeceeeeeeereene A DECK 
B DECK DC motor x 1 
Wow and Flutter............. £0.17 % (IEC) 


£0.28 % (DIN) 
0.1 % (W.R.M.S} 

setseees Approx. 110 seconds (C-60 
tape) 


Fast Winding Time 


Frequency Response 
TYPE | tape ou... ee 30 Hz to 18,000 Hz, +3 dB 
TYPE I tape ... 30 Hz to 19,000 Hz, +3 dB 

Signal to Noise Ratio 


Dolby NR OFF... ». 56 dB 
{IEC, 250 nWb/m, TYPE I tape} 
Dolby NR OFF... 59 dB 


Dolby B NR ON . 68 dB 

Dolby C NR ON . 75 dB 

{3rd, H.D., 3 %, TYPE I tape) 
Harmonic Distortion ...... Less than 1.2 % 

{at 315 Hz, 3rd H.D., 250 nWb/m, TYPE I tape) 
Input sensitivity/Impedance 


LINE IN ose eeeceeeeeeneseres 122.8 mV/47 kQ 
Output Level/Impedance 
LINE OUT 775 mV/1.0 kQ 


Headphones . 0.5 mW/32 Q 
[General} 
Power Consumption . 30W 
Dimensions ... .. W: 440 mm (17-5/16") 


H: 134 mm (5-1/4") 
D: 367 mm (14-7/16"} 
Weight (Net) .............00+ 4.6 kg (10.1 Ib} 


KENWOOD follows a oolicy of continuous advancements In development For this reason specifications may be changed without notice 


For the U.S.A. 
FCC WARNING: 


unauthorized change or modification is made 


NOTE: 


more of the foliowing measures 
—- Reonent or relocate the receiving antenna 


L 


This equipment may generate or use radho frequency energy. Changes 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 


-- Increase the separation between the equipment and receiver 
-- Connect the equipment into an outlet on a circult different from that to which the receiver is connected 
| ~- Consult the dealer or an experienced radio/TV technician for help 


or modifications to this equipment may cause harmful interference 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause 
harmful interference to radio communications, #f it is not installed and used in accordance with the instructions. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the user ts encouraged to try to correct the interference by one or 


